Zyx EL ps702n

Uevice INToOrmation
Host Name:
Model Number:
Firmware Version:
WAN Information

- WAN Type:

- WAN Name:

- MAC Address:

= |IPv4 Address:

- IPv4 Subnet Mask:
- Encapsulation:

LAN Information
- IPv4 Address:
- |IPv4 Subnet Mask:
- DHCP:
- MAC Address:
2.4G WLAN Information
- MAC Address:
- Status:
- SSID:
- Channel:
- Security:
- 802.11 Mode:
- WPS:
5G WLAN Information
- MAC Address:
- Status:
- SSID:
- Channel:
- Security:
- 802.11 Mode:
- WPS:
Security
- Firewall :

Router
PET0ZN
1.00(AAJIX.14)

usb0/usbO
{rull)

0.0.0.0 | Renew

0.0.0.0
IPoE

10.0.0.138
255.255.255.0
Server
5C:E2:8C:00:45:6C

&5C:E2:BC:00:45:6E
On

Telenor0922bly
Auto (Current: 10)
WPAZ2-PSK
802.11b/g/n Mixed
Off

5C:E2:8C:00:45:6D
On

Telenor0922bly-5GHz

Auto (Current: 52)
WPAZ2-PSK
802.11a/nfac Mixed
Off

~SySTem Stas

Sstem Up Time:
Current Date/Time:
System Resource:

- CPU Usage:
- Memory Usage:

- NAT Session Usage:

2.4G WLAN
5G WLAN
Ethernet WAN
DSL
3G USB

O days: O hours: 4 minutes
01 Jan 2017 00:04:00

Status

MNoLink
MoLink
MoLink
MNaoLink
Up
Up
MoLink
Idle
MoDevice

Rate

N/A
N/A
N/A
N/A

144.5M

1.3G
N/A

RX:0/ TX:0(Kbps)
N/A

= Logout
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Broadband

You can configure the Internet settings of this device. Correct configurations build successful Intemet connection.

Add Mew WaM Intan‘_;a ce

ATM Routing |IPoE

FTM Routing |PoE

ETHWAN Ethermnet  Routing |IPoE
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Interface Group

Group Name :

LAN IP Setup
IPv4 Address :

Subnet Mask/Prefix Length :

IGMP Snooping
Status :
IGMFP Mode :

DHCP Server State
DHCP :

IP Addressing Values
Beginning IP Address :
Ending IP Address :

Auto reserve |P for the same host :

DHCP Server Lease Time
1 Days 0

DNS Values
DNS :

DNS Server 1 :
DMNS Server 2 .

LAN IPv6 Mode E‘retup
IPvE State:

Default

10.0.0.138
255.255.255.0

Enable IGMP Snooping
 Standard Mode £ Blocking Mode

€ Enable  Disable DHCP Relay

10.0.0.1
10.0.0.137

~ |Enable

'Dynamic | Static € From ISP ' None
0.0.0.0

0.0.0.0

Enable @Disabled

b

Cancal

= Logout
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Home Networking

A LAN VLAN operation can add or unchange on packet transmit to LAN.

L.Inc;h:a_nga_

Unchange
Unchange

Unchange

Apply Cancel




Zyx E P8702N L * = Logout
NAT

Application-Level Gateway (ALG) allows customized NAT traversal filters to support address and port translation for certain application such as FTP, SIP, or
file transfer in IM Applications.

MNAT ALG :

@ Enable  Disable (settings are invalid when disabled)

SIP ALG : ' Enable € Disable

RTSP ALG : @ Enable  Disable

App_ly Cancel
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NAT
Port Forwarding Applications = Port Triggering )MZ =~ ALG | Address Mapping esslons

Port Forwarding is commonly used when you want to do some Intemnet activities, such as online gaming, P2P file sharing, or even hosting servers on your
network. It creates a bridge in order to let a party from the Internet contact a specific LAN client on your network correctly.

WWWT"WWW’WW

| ! "m_ MM_{HM Start Port M

The TCP port 7676 is reserved for TRO69 connection request port .






