
Remote Location 

NETGEAR ProSafe™ 802.11g Wireless VPN Firewall FVG318 
 
IKE Policy *************************** 
Policy Name: bfgateway 

Direction / Type: Both 

Exchange Mode: Main 

Identifier Type: Local Wan IP 

Identifier: 72.230.168.138 

Identifier Type : Remote Wan IP 

Identifier: 50.75.65.58 

Encryption Algorithm: 3DES 

Authentication Algorithm: SHA-1 

Authentication Method: Pre-shared key RSA-Signature 

Pre-shared key: 585LONGKEY9999  

Diffie-Hellman (DH) Group: Group 2 (1024 bit) 

SA-Lifetime (sec): 28800 

  



Remote Location 

NETGEAR ProSafe™ 802.11g Wireless VPN Firewall FVG318 
VPN Policy ********************************* 
Policy Name: bfgateway 

Policy Type: Auto Policy 

Remote Endpoint: IP Address: 50 . 75 . 65 . 58 

Enable NetBIOS  Checked 

Traffic Selection 

 This field is not editable, because netbios is selected. 

Local IP: Subnet Remote IP: Subnet 

Start IP Address: 192 . 168 . 0 . 0  Start IP Address: 192 . 168 . 1 . 0 

End IP Address: 0 . 0 . 0 . 0  End IP Address: 0 . 0 . 0 . 0 

Subnet Mask: 255 . 255 . 255 . 0  Subnet Mask: 255 . 255 . 255 . 0 

Manual Policy Parameters 

SPI-Incoming: Blank  SPI-Outgoing: Blank 

Encryption Algorithm: 3DES  Integrity Algorithm: SHA-1 

Key-In: Blank Key-In: Blank 

Key-Out: Blank Key-Out: Blank 

Auto Policy Parameters 

SA Lifetime 3600 Seconds 

Encryption Algorithm: 3DES  Integrity Algorithm: SHA-1 

(Checked) PFS Key Group: DH Group 2 (1024 bit) 

Select IKE Policy: bfgateway 



Main Office 

NETGEAR ProSafe™ Gigabit Quad WAN SSL VPN Firewall SRX5308 
IKE Policy ************************************* 

Mode Config Record General 
Do you want to use Mode Config Record? No Policy Name: bfgateway 
Select Mode Config Record: Not Selected Direction / Type: Both 

View Selected None Exchange Mode: Main 

 

Local Remote 

Select Local Gateway: WAN1 Identifier Type: Remote Wan IP 

Identifier Type: Local Wan IP Identifier: 72.230.168.138 

Identifier: 50.75.65.58 

IKE SA Parameters 
Encryption Algorithm: 3DES 

Authentication Algorithm: SHA-1 

Authentication Method: Pre-shared key 

Pre-shared key: 585LONGKEY9999 

Diffie-Hellman (DH) Group: Group 2 (1024 bit) 

SA-Lifetime (sec): 28800 

Enable Dead Peer Detection: No 

Detection Period: 10 (Seconds) 

Reconnect after failure count: 3 

 

Extended Authentication 

XAUTH Configuration  None 

 
  



Main Office 

NETGEAR ProSafe™ Gigabit Quad WAN SSL VPN Firewall SRX5308 
VPN Policy ************************************* 
General  

Policy Name: bfgateway 

Policy Type: Auto Policy 

Select Local Gateway: WAN1 

Remote Endpoint: IP Address: 72 .230 .168 .138 

Enable NetBIOS? Checked 

Enable RollOver Not Checked 

Enable Auto Initiate Not Checked 

Enable Keepalive: No 

Ping IP Address: none 

Detection Period: 10 (Seconds) 

Reconnect after failure count: 3 

Traffic Selection 

 This field is not editable, because netbios is selected. 

Local IP: Subnet Remote IP: Subnet 

Start IP Address: 192 . 168 . 1 . 0  Start IP Address: 192 . 168 . 0 . 0 

End IP Address: 0 . 0 . 0 . 0  End IP Address: 0 . 0 . 0 . 0 

Subnet Mask: 255 . 255 . 255 . 0  Subnet Mask: 255 . 255 . 255 . 0 

Manual Policy Parameters 

SPI-Incoming: 0x  SPI-Outgoing: 0x 

Encryption Algorithm: 3DES Integrity Algorithm: SHA-1 

Key-In: Key-In: 

Key-Out: Key-Out: 

Auto Policy Parameters 

SA Lifetime: 3600 Seconds 

Encryption Algorithm: 3DES 

Integrity Algorithm: SHA-1 

PFS Key Group: Checked  - DH Group 2 (1024 bit) 

Select IKE Policy: bfgateway 


