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> Cable Connecti
Cable Connecti

i 1 |

rtup Procedure

Procedure Status Comment
juire Downstream Channel (459000000 Hz| Locked
nnectivity State OK Operational
ot State OK Operational
surity Enabled BPI+
Provisioning Mode Honor MDD  |honorMdd(4)

vnstream Bonded Channels
annel |Lock Status [Modulation |Channel ID| Frequency Power SNR |Correctables |Uncorrectable:
Locked QAM256 459000000 Hz (0.2 dBmV (43.4 dB 0 0
Locked QAM256 465000000 Hz [ 0.2 dBmV |43.4 dB
Locked QAM256 471000000 Hz (0.1 dBmV (43.3 dB
Locked QAM256 477000000 Hz | 0.2 dBmV (43.3 dB
Locked QAM256 483000000 Hz [-0.1 dBmV [43.3 dB
Locked QAM256 489000000 Hz [-0.4 dBmV| 43 dB
Locked QAM256 495000000 Hz [-0.6 dBmV (42.8 dB
Locked QAM256 519000000 Hz |-0.8 dBmV|42.8 dB
Locked QAM256 525000000 Hz |-0.9 dBmV [42.8 dB
Locked QAM256 531000000 Hz |-1.1 dBmV|42.7 dB
Locked QAM256 537000000 Hz |-1.3 dBmV|42.6 dB
Locked QAM256 543000000 Hz |-1.6 dBmV|42.4 dB
Locked QAM256 549000000 Hz |-1.7 dBmV |42.4 dB
Locked QAM256 555000000 Hz| -2 dBmV |42.2 dB
Locked QAM256 561000000 Hz |-1.8 dBmV|42.2 dB
Locked QAM256 567000000 Hz |-1.8 dBmV|42.2 dB
Locked QAM256 573000000 Hz |-1.9 dBmV [42.1 dB
Locked QAM256 579000000 Hz |-1.9 dBmV|42.2 dB
Locked QAM256 585000000 Hz |-2.1 dBmV| 42 dB
Locked QAM256 591000000 Hz [-2.2 dBmV [41.9 dB
Locked QAM256 597000000 Hz |-2.3 dBmV |41.9 dB
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S
Cable Connecti 27 Locked QAM256 32 633000000 Hz|-2.2 dBmV|41.7 dB 0

28 Locked QAM256 34 639000000 Hz |-2.4 dBmV|41.6 dB 33
29 Locked QAM256 35 645000000 Hz |-2.3 dBmV|41.7 dB
30 Locked QAM256 36 651000000 Hz |-2.6 dBmV|41.4 dB
31 Locked QAM256 37 657000000 Hz| -3 dBmV |41.3 dB
32 Not Locked | Unknown 0 0 Hz 0.0dBmV | 0.0 dB

itream Bonded Channels

annel |Lock Status |[US Channel Type [Channel ID| Symbol Rate | Frequency Power
1 Locked ATDMA 5120 Ksym/sec| 17300000 Hz [43.5 dBmV
Locked ATDMA 5120 Ksym/sec|23700000 Hz | 43 dBmV
Locked ATDMA 5120 Ksym/sec|30100000 Hz | 43 dBmV
Locked ATDMA 5120 Ksym/sec|36500000 Hz [42.5 dBmV
Not Locked Unknown 0 Ksym/sec 0Hz 0.0 dBmV
Not Locked Unknown 0 Ksym/sec 0Hz 0.0 dBmV
Not Locked Unknown 0 Ksym/sec 0Hz 0.0 dBmV
Not Locked Unknown 0 Ksym/sec 0Hz 0.0 dBmV

vnstream OFDM Channels

Lock ion /|Channel power | SNR/ |Active Subcarrier | Unerrored
Status Profile ID ID MER | Number Range [Codewords

1 Locked 0 33 (690000000 Hz [-3.2dBmV|40.4dB| 1108 ~ 2987 919840699
2 Not Locked 0 0 0Hz 0dBmV | 0.0dB 0 ~ 4095 0

annel

itream OFDMA Channels
annel |Lock Status [Modulation / Profile ID [Channel ID |Frequency | Power
1 Not Locked 0 0 0Hz |0dBmV
2 Not Locked 0 0 O0Hz |0dBmV

ended Upstream Transmit Power
Enable Extended Upstream Transmit Power

rent System Time:Wed Jul 24 08:18:43 2019
item Up Time:2 days 01:01:40
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ADVANCED Home v Cable Information

» Administration ) Hardware Version 1.01
Firmware Version V1.02.02

Gani o s |

Number

CM Certificate Installed

CM MAC |

Factory reset
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ADVANCED Home Ethernet Port Aggregation

Modem Status
Set Password

Event Log Disable

Ethernet Port Aggregation © Enable (LACP-IEEE 802.3ad) (Port 1 & 2)

Ethernet Port Aggregation Status: Active
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