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Help Center

Cable Connection

Boot State Ok Operational

Security Enabled BPI+

IP Provisioning Mode Honor MDD honorMdd(4)

Downstream Bonded Channels
Channel Lock Status Modulation Channel ID Frequency Power SNR Correctables UnCorrectables

1 Locked QAM 256 1 555000000 Hz -4.9 dBmV 36.3 dB 27311 17669

2 Locked QAM 256 2 561000000 Hz -3.7 dBmV 36.6 dB 10238 10877

3 Locked QAM 256 3 567000000 Hz -3.5 dBmV 36.6 dB 13344 11389

4 Locked QAM 256 4 573000000 Hz -2.5 dBmV 37.6 dB 8893 11032

5 Locked QAM 256 5 579000000 Hz -0.5 dBmV 37.3 dB 5400 9764

6 Locked QAM 256 6 585000000 Hz 1.2 dBmV 37.3 dB 5932 10351

7 Locked QAM 256 7 591000000 Hz 3.0 dBmV 38.6 dB 1930 7824

8 Locked QAM 256 8 597000000 Hz 4.0 dBmV 38.6 dB 2201 7810

9 Locked QAM 256 9 603000000 Hz 2.2 dBmV 38.9 dB 2184 8732

10 Locked QAM 256 10 609000000 Hz 0.5 dBmV 38.6 dB 3298 10903

11 Locked QAM 256 11 615000000 Hz 0.7 dBmV 37.6 dB 2337 9060

12 Locked QAM 256 12 621000000 Hz -0.9 dBmV 37.6 dB 2656 11030

13 Locked QAM 256 13 627000000 Hz -2.7 dBmV 37.3 dB 6043 12423

14 Locked QAM 256 14 633000000 Hz -3.0 dBmV 36.6 dB 8633 12544

15 Locked QAM 256 15 639000000 Hz -2.5 dBmV 36.3 dB 7792 11205

16 Locked QAM 256 16 645000000 Hz -2.2 dBmV 37.3 dB 6187 11118

17 Locked QAM 256 17 651000000 Hz -1.0 dBmV 37.3 dB 5421 11638

18 Locked QAM 256 18 657000000 Hz -0.2 dBmV 38.6 dB 5306 9840

19 Locked QAM 256 19 663000000 Hz -0.2 dBmV 37.6 dB 7204 11465

20 Locked QAM 256 20 669000000 Hz 0.5 dBmV 38.6 dB 7137 9842

21 Locked QAM 256 21 675000000 Hz 1.7 dBmV 38.6 dB 3643 9671

22 Locked QAM 256 22 681000000 Hz 1.7 dBmV 38.9 dB 2786 8806

23 Locked QAM 256 23 687000000 Hz 1.7 dBmV 38.9 dB 2736 12601

24 Locked QAM 256 24 693000000 Hz 2.2 dBmV 38.6 dB 572 1040

25 Locked QAM 256 25 699000000 Hz 2.2 dBmV 38.2 dB 3016 21592

26 Locked QAM 256 26 705000000 Hz 1.9 dBmV 38.6 dB 3914 12326

27 Locked QAM 256 27 711000000 Hz 2.2 dBmV 38.2 dB 4150 20445

28 Locked QAM 256 28 717000000 Hz 0.7 dBmV 38.2 dB 1264 12011

29 Locked QAM 256 29 723000000 Hz -0.5 dBmV 37.6 dB 2289 7812

30 Locked QAM 256 30 729000000 Hz -0.5 dBmV 37.3 dB 44423 155190

31 Locked QAM 256 31 735000000 Hz -0.7 dBmV 37.6 dB 20371 77471

32 Locked QAM 256 32 741000000 Hz -0.5 dBmV 38.2 dB 2056 12552

Upstream Bonded Channels
Channel Lock Status US Channel Type Channel ID Symbol Rate Frequency Power

1 Locked ATDMA 84 2560 Ksym/sec 21400000 Hz 38.5 dBmV

2 Locked ATDMA 83 2560 Ksym/sec 25000000 Hz 37.8 dBmV

3 Locked ATDMA 82 5120 Ksym/sec 30700000 Hz 38.5 dBmV

4 Locked ATDMA 81 5120 Ksym/sec 37500000 Hz 38 0 dBmV
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