1. Connecta computerto CAX80 (either through WiFi or Ethernet cable).

HOW TO CAPTURE DEBUG LOG ON CAX80

2. Open anyweb browser of your choice and type “192.168.1.1/debug.htm”. Press “Enter”.

3.

Enter your admin username and password, then click “Sign in”
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4. Click “Start Capture” to commence debuglog capture.
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Basic Information

CPU Load CPU1: 35.90% CPUZ2: 35.90%
Memory Usage (Used/Total) 197MBI/736MB

Flash Usage (Used/Total) 300.00MB/512.00MB

Network Session (Active/Total) 197/131072

System Uptime 0 days 00:24:33

Debug Log Capture

Enable LAN/WAN Packet Capture
Store location

[ Save Debug Log ]




5. After reproducingtheissue, wait for few minutes and then click “Save Debug Log”.
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Basic Information

CPU Load CPU1: 23.76% CPUZ: 23.76%
Memory Usage (Used/Total) 202MB/736MB

Flash Usage (Used/Total) 300.00MB/512.00MB

Network Session (Active/Total) 109/131072

System Uptime 0 days 00:25:21

Debug Log Capture

Enable LAN/WAN Packet Capture
Store location

Packet capture in progress!

[ Save Debug Log ]

6. The debuglog file will be saved in your computer’s Download folder.



