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Frequency start Value
This field below allows you to modify the frequency the cable modem start with its scan during initialization and registration. Enter the new
start frequency and restart the cable modem for it to take effect.

Starting Frequency 597000000

Startup Procedure
Procedure Status Comment
Acquire Downstream Channel 597000000 Hz Locked
Connectivity State OK Operational
Boot State OK Operational
Security Enabled BPI+
IP Provisioning Mode Honor MDD IPv4 only

Downstream Bonded Channels (Partial Service)

Channel Lock
Status Modulation Channel

ID Frequency Power SNR /
MER

Unerrored
Codewords

Correctable
Codewords

Uncorrectable
Codewords

1 Locked QAM256 2 597000000
Hz

5.1
dBmV 40.0 dB 2761869056 5730227 814424

2 Locked QAM256 1 591000000
Hz

4.6
dBmV 39.8 dB 2115626431 492070 23733

3 Locked QAM256 3 603000000
Hz

5.6
dBmV 40.2 dB 2786251388 2831007 1064777

4 Locked QAM256 4 609000000
Hz

6.0
dBmV 40.4 dB 2589514022 6788249 3264194

5 Locked QAM256 5 615000000
Hz

7.0
dBmV 40.7 dB 2722016467 9543289 5348085

6 Locked QAM256 6 621000000
Hz

8.0
dBmV 0.0 dB 87931209 681733 604183

7 Locked QAM256 7 627000000
Hz

8.4
dBmV 0.0 dB 83832477 2873144 2697779

8 Locked QAM256 8 633000000
Hz

8.2
dBmV 0.0 dB 799569347 19334811 13245490

9 Locked QAM256 9 639000000
Hz

7.5
dBmV 40.5 dB 2275627690 13949875 12841503

10 Locked QAM256 10 645000000
Hz

6.1
dBmV 40.0 dB 2765366976 16770480 12805401

11 Locked QAM256 11 651000000
Hz

5.0
dBmV 39.7 dB 2759859213 15544790 6750569

12 Locked QAM256 12 657000000
Hz

3.7
dBmV 39.0 dB 2212763363 13008239 6510806

13 Locked QAM256 13 663000000
Hz

3.3
dBmV 38.7 dB 2109688614 12707729 8721813

14 Locked QAM256 14 669000000
Hz

2.8
dBmV 38.5 dB 2525194575 12396769 10553961

15 Locked QAM256 15 675000000
Hz

3.0
dBmV 0.0 dB 720385555 22006151 7020239

16 Locked QAM256 16 681000000
Hz

3.3
dBmV 38.4 dB 2391475640 25084648 23819812

17 Locked QAM256 17 687000000
Hz

4.6
dBmV 0.0 dB 117543906 1745944 2291174

18 Locked QAM256 18 693000000
Hz

6.1
dBmV 0.0 dB 689636930 16058249 12210082

19 Locked QAM256 19 699000000
Hz

7.1
dBmV 0.0 dB 101806718 2129273 1631707

20 Locked QAM256 20 705000000
Hz

6.9
dBmV 0.0 dB 159407445 14328739 9321504
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21 Locked QAM256 21 711000000
Hz

5.6
dBmV

0.0 dB 307505298 13852414 20246530

22 Locked QAM256 22 717000000
Hz

4.4
dBmV 38.6 dB 1903985992 29112319 13976210

23 Locked QAM256 23 723000000
Hz

3.1
dBmV 0.0 dB 930271788 14778043 10476717

24 Locked QAM256 24 729000000
Hz

2.2
dBmV 37.8 dB 2421279901 16292324 10257784

25 Locked QAM256 25 735000000
Hz

1.6
dBmV 37.6 dB 2797322733 13489224 9237294

26 Locked QAM256 27 747000000
Hz

1.7
dBmV 0.0 dB 180738715 2300210 1620878

27 Locked QAM256 28 753000000
Hz

1.8
dBmV 38.1 dB 2820335790 12703156 7330534

28 Locked QAM256 29 759000000
Hz

2.0
dBmV 38.1 dB 2529603848 14841567 8103238

29 Locked QAM256 30 765000000
Hz

2.3
dBmV 38.3 dB 2614513639 18677422 9666314

30 Locked QAM256 31 771000000
Hz

2.7
dBmV 38.4 dB 2106889905 18649108 10962899

31 Locked QAM256 32 777000000
Hz

2.8
dBmV 38.6 dB 2332414553 18524423 14276347

32 Not
Locked Unknown 0 0 Hz 0.0

dBmV 0.0 dB 0 0 0

Upstream Bonded Channels
Channel Lock Status Modulation Channel ID Frequency Power
1 Locked ATDMA 85 36000000 Hz 37.3 dBmV
2 Locked ATDMA 86 29000000 Hz 38.3 dBmV
3 Locked ATDMA 87 22000000 Hz 39.0 dBmV
4 Locked ATDMA 88 16000000 Hz 38.5 dBmV
5 Not Locked Unknown 0 0 Hz 0.0 dBmV
6 Not Locked Unknown 0 0 Hz 0.0 dBmV
7 Not Locked Unknown 0 0 Hz 0.0 dBmV
8 Not Locked Unknown 0 0 Hz 0.0 dBmV


