Cable Connection

Frequency start Value

(oo ] Xcanel

This field below allows you to modify the frequency the cable modem start with its scan during initialization and re:
start frequency and restart the cable modem for it to take effect.

Starting Frequencyl 0 I

Startup Procedure
Procedure Status Comment
Acquire Downstream Channel| 693000000 Hz| Locked
Connectivity State OK Operational
Boot State OK Operational
Security Enabled BPI+
IP Provisioning Mode Honor MDD |honorMdd(4)
Di 1 Bonded Ch Is (Partial Service)
Channel|Lock Status|Modulation|Channel ID| Frequency Power SNR |Correctables |Uncorrect:
1 Locked QAM256 20 693000000 Hz| 1.9 dBmV |41.4 dB| 4913878 10828¢
2 Locked QAM256 1 567000000 Hz| 0.6 dBmV |41.2 dB 0 0
3 Locked QAM256 2 573000000 Hz| 0.8 dBmV |41.3 dB 0 0
4 Locked QAM256 3 579000000 Hz| 0.7 dBmV |41.2 dB 0 0
5 Locked QAM256 4 585000000 Hz| 0.5 dBmV |41.1 dB 0 0
6 Locked QAM256 5 603000000 Hz| 0.6 dBmV |41.1 dB 110 70
7 Locked QAM256 6 609000000 Hz| 0.3 dBmV | 41 dB 328 87
8 Locked QAM256 it 615000000 Hz| 0.1 dBmV |40.9 dB 1033 225
9 Locked QAM256 8 621000000 Hz| 0dBmV |40.9 dB 3397 2133
10 Locked QAM256 9 627000000 Hz| 0.1 dBmV |40.8 dB| 107348 9105
1 Locked QAM256 10 633000000 Hz|-0.2 dBmV |40.7 dB| 2958483 6289%
12 Locked QAM256 1 639000000 Hz|-0.7 dBmV |40.5 dB| 13162408 49039
13 Locked QAM256 12 645000000 Hz|-1.4 dBmV|40.3 dB| 16844518 72256.
14 Locked QAM256 13 651000000 Hz| -2 dBmV |40.1 dB| 9044223 52366
15 Locked QAM256 14 657000000 Hz| -2 dBmV |40.1 dB| 2293425 17564
16 Locked QAM256 15 663000000 Hz|-0.9 dBmV|40.5 dB| 2425870 11147
17 Locked QAM256 16 669000000 Hz| 0dBmV |40.8 dB| 2743676 42359
18 Locked | QAM256 17 |675000000 Hz| 1dBmV |40.3dB| 1747661 2403z
19 Locked | QAM256 18 [681000000 Hz[ 1.3 dBmV [41.2dB| 94691 3722
20 Locked | QAM256 19 [687000000 Hz[ 1.8 dBmV |[41.3dB[ 354870 18342
21 Locked | QAM256 21 Hz[2.1dBmV [41.4dB| 5778054 205957
22 Locked | QAM256 22 [705000000 Hz| 2.3 dBmV [41.4 dB| 1489046 60543
23 Locked | QAM256 23 [711000000 Hz| 2.3 dBmv [41.4 dB| 124883 4375
24 Locked | QAM256 24 [717000000 Hz| 2.4 dBmV [41508] 1934 3031
25 Locked | QAM256 25 [723000000 Hz| 2.3 dBmV [41.598] 2532 2602
26 Locked | QAM256 26 [729000000 Hz| 2.4 dBmV [41.40B| 2748 1169
27 Locked | QAM256 27 [735000000 Hz| 2.1 dBmV [41.30B] 2256 528
28 Locked | QAM256 28 741000000 Hz| 2 dBmV | 4148 1742 235
29 Not Locked | Unknown 0 0 Hz 0.0 dBmV | 0.0 dB 0 0
30 [ NotLocked [ Unknown 0 0 Hz 0.0 dBmV | 0.0 dB 0 0
31 [ NotLocked [ Unknown 0 0Hz 0.0 dBmV | 0.0 dB 0 0
32 | NotLocked [ Unknown 0 0 Hz 0.0 dBmV | 0.0 dB 0 0
Upstream Bonded Channels
Channel|Lock Status|US Channel Type|Channel ID| Symbol Rate | Frequency Power
1 Locked ATDMA 1 5120 Hz[47.8 dBmV/
2 Locked ATDMA 2 5120 Hz[48.3 dBmV/
3 Locked ATDMA 3 5120 Hz|47.8 dBmV/|
4 Locked ATDMA 5 2560 12800000 Hz|46.8 dBmV/|
5 | Not Locked Unknown 0 0 Ksym/sec 0 Hz 0.0 dBmV
6 | Not Locked Unknown 0 0 Ksym/sec 0Hz 0.0 dBmV
7 | Not Locked Unknown 0 0 Ksym/sec 0 Hz 0.0 dBmV
8 Not Locked Unknown 0 0 Ksym/sec 0Hz 0.0 dBmV
Downstream OFDM Channels
Chanoel sLt:fLrs proﬁle‘ID i rh?lgnnl Etequency | Power ?MNET!/ Aﬁﬁﬁbi?%ﬁﬁ: i Cuolziee:ru(::rredds gg
1 |Not Locked 0 0 0Hz |0dBmVv|0.0dB 0 ~ 4095 0
2 |NotLocked 0 0 0Hz |0dBmVv|0.0dB 0 ~ 4095 0
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Upstream OFDMA Channels

Channel

Lock Status

Modulation

Profile ID

Channel ID

Frequency

Power

1

Not Locked

0

0

0 Hz

0 dBmV

2

Not Locked

0

0

0Hz

0 dBmV

Current System Time:Sat Sep 18 10:31:29 2021
System Up Time:40 days 23:00:13

Event Log

Time
Sat Sep 18
09:34:57 2021

Sat Sep 18
09:34:09 2021

Sat Sep 18
09:33:42 2021

Sat Sep 18
09:32:53 2021

Sat Sep 18
09:29:16 2021

Sat Sep 18
09:27:56 2021

Sat Sep 18
09:23:03 2021

Sat Sep 18
09:21:02 2021

Sat Sep 18
09:20:44 2021

Sat Sep 18
09:19:20 2021

Sat Sep 18
09:17:55 2021

Sat Sep 18
09:16:55 2021

Sat Sep 18
09:16:37 2021

Sat Sep 18
09:12:52 2021

Sat Sep 18
09:11:47 2021

Priority Description
CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxx;CM-Q0S=1.1;CM-

VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QOS=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QOS=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;



Sat Sep 18
09:10:13 2021

Sat Sep 18
09:09:51 2021

Sat Sep 18
09:09:11 2021

Sat Sep 18
09:06:36 2021

Sat Sep 18
09:03:07 2021

Sat Sep 18
08:34:29 2021

Sat Sep 18
08:33:47 2021

Sat Sep 18
08:28:24 2021

Sat Sep 18
08:27:11 2021

Sat Sep 18
08:22:11 2021

Sat Sep 18
08:21:26 2021

Sat Sep 18
08:21:06 2021

Sat Sep 18
08:18:54 2021

Sat Sep 18
08:13:43 2021

Sat Sep 18
08:12:06 2021

Sat Sep 18
08:11:44 2021

Sat Sep 18
08:10:23 2021

Sat Sep 18
08:09:57 2021

Sat Sep 18
08:09:13 2021

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;



Sat Sep 18
08:08:29 2021

Sat Sep 18
08:07:55 2021

Sat Sep 18
08:05:27 2021

Sat Sep 18
08:05:03 2021

Sat Sep 18
08:02:09 2021

Sat Sep 18
08:01:07 2021

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 24; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 2.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;,CM-VER=3.1;

CM-STATUS message sent. Event Type Code: 16; Chan ID: 159; DSID: N/A; MAC Addr:
Notice (6) N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-MAC=xxxxx;CMTS-MAC=xxxxx:20;CM-

QO0S=1.1;CM-VER=3.1;



