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Frequency start Value
This field below allows you to modify the frequency the cable modem start with its scan during initialization and registration. Enter the new start frequency an
effect.

Starting Frequency

Startup Procedure
Procedure Status Comment

Acquire Downstream Channel 447000000 Hz Locked
Connectivity State Ok Operational
Boot State Ok Operational
Security Enabled BPI+
IP Provisioning Mode Honor MDD honorMdd(4)

Downstream Bonded Channels
Channel Lock Status Modulation Channel ID Frequency Power SNR Correctables UnCorrectables

1 Locked QAM 256 33 357000000 Hz 7.6 dBmV 40.9 dB 1619 6270
2 Locked QAM 256 34 363000000 Hz 7.6 dBmV 43.3 dB 1097 6020
3 Locked QAM 256 35 369000000 Hz 7.5 dBmV 43.3 dB 793 6153
4 Locked QAM 256 36 375000000 Hz 7.5 dBmV 40.9 dB 1044 6919
5 Locked QAM 256 37 381000000 Hz 7.4 dBmV 40.9 dB 1654 7688
6 Locked QAM 256 38 387000000 Hz 7.4 dBmV 40.9 dB 870 6181
7 Locked QAM 256 39 393000000 Hz 7.4 dBmV 43.3 dB 1167 7042
8 Locked QAM 256 40 399000000 Hz 7.3 dBmV 41.9 dB 81 1977
9 Locked QAM 256 41 405000000 Hz 7.5 dBmV 41.9 dB 128 2046
10 Locked QAM 256 42 411000000 Hz 7.8 dBmV 41.9 dB 55 1953
11 Locked QAM 256 43 417000000 Hz 7.8 dBmV 41.9 dB 92 1902
12 Locked QAM 256 44 423000000 Hz 8.0 dBmV 41.9 dB 92 2023
13 Locked QAM 256 45 429000000 Hz 8.1 dBmV 40.9 dB 1897 11872
14 Locked QAM 256 46 435000000 Hz 8.1 dBmV 41.9 dB 49 2079
15 Locked QAM 256 47 441000000 Hz 8.0 dBmV 41.9 dB 61 1966
16 Locked QAM 256 48 447000000 Hz 8.1 dBmV 41.9 dB 51 1911
17 Locked QAM 256 1 783000000 Hz 5.0 dBmV 40.3 dB 163 1029
18 Locked QAM 256 2 789000000 Hz 4.9 dBmV 38.9 dB 161 972

  Help & Support  Documentation 
| GNU GPL 

CM700

BASIC ADVANCED

http://192.168.100.1/DashBoard.htm
http://192.168.100.1/DocsisStatus.htm
http://192.168.100.1/document.htm
http://192.168.100.1/GPL_rev1.htm
http://192.168.100.1/index.htm#
http://192.168.100.1/index.htm#


Home

Cable Connection

 




Help Center

Cable Connection
11 Locked QAM 256 43 417000000 Hz 7.8 dBmV 41.9 dB 92 1902
12 Locked QAM 256 44 423000000 Hz 8.0 dBmV 41.9 dB 92 2023
13 Locked QAM 256 45 429000000 Hz 8.1 dBmV 40.9 dB 1897 11872
14 Locked QAM 256 46 435000000 Hz 8.1 dBmV 41.9 dB 49 2079
15 Locked QAM 256 47 441000000 Hz 8.0 dBmV 41.9 dB 61 1966
16 Locked QAM 256 48 447000000 Hz 8.1 dBmV 41.9 dB 51 1911
17 Locked QAM 256 1 783000000 Hz 5.0 dBmV 40.3 dB 163 1029
18 Locked QAM 256 2 789000000 Hz 4.9 dBmV 38.9 dB 161 972
19 Locked QAM 256 3 795000000 Hz 4.5 dBmV 38.9 dB 242 1953
20 Locked QAM 256 4 801000000 Hz 4.3 dBmV 38.9 dB 522 1681
21 Locked QAM 256 5 807000000 Hz 4.1 dBmV 38.9 dB 81 43
22 Locked QAM 256 6 813000000 Hz 4.1 dBmV 38.9 dB 69 106
23 Locked QAM 256 7 819000000 Hz 4.1 dBmV 38.9 dB 58 79
24 Locked QAM 256 8 825000000 Hz 4.3 dBmV 38.9 dB 62 77
25 Locked QAM 256 9 831000000 Hz 4.3 dBmV 38.9 dB 345 914
26 Locked QAM 256 10 837000000 Hz 4.4 dBmV 38.6 dB 233 2170
27 Locked QAM 256 11 843000000 Hz 4.5 dBmV 38.9 dB 267 1994
28 Locked QAM 256 12 849000000 Hz 4.6 dBmV 38.9 dB 467 4113
29 Locked QAM 256 13 855000000 Hz 4.5 dBmV 38.9 dB 218 2113
30 Locked QAM 256 14 861000000 Hz 4.5 dBmV 38.6 dB 190 1983
31 Locked QAM 256 15 867000000 Hz 4.5 dBmV 38.9 dB 190 1128
32 Locked QAM 256 16 873000000 Hz 4.4 dBmV 38.9 dB 308 1938

Upstream Bonded Channels
Channel Lock Status US Channel Type Channel ID Symbol Rate Frequency Power

1 Locked ATDMA 1 5120 Ksym/sec 17400000 Hz 34.8 dBmV
2 Locked ATDMA 2 5120 Ksym/sec 23900000 Hz 34.8 dBmV
3 Locked ATDMA 3 5120 Ksym/sec 30300000 Hz 33.3 dBmV
4 Locked ATDMA 4 5120 Ksym/sec 36700000 Hz 34.5 dBmV
5 Not Locked N/A Unknown 0 Ksym/sec 0 Hz 0.0 dBmV
6 Not Locked N/A Unknown 0 Ksym/sec 0 Hz 0.0 dBmV
7 Not Locked N/A Unknown 0 Ksym/sec 0 Hz 0.0 dBmV
8 Not Locked N/A Unknown 0 Ksym/sec 0 Hz 0.0 dBmV

Current System Time: Wed Oct 26 06:40:24 2022
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Firmware Version 
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Time Priority Description
Oct 25 2022 18:21:40 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 19:49:49 Critical (3) Ranging Request Retries exhausted
Oct 25 2022 19:49:49 Critical (3) Unicast Maintenance Ranging attempted - No response - Retries exhausted
Oct 25 2022 19:49:50 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 19:50:11 Critical (3) SYNC Timing Synchronization failure - Loss of Sync
Oct 25 2022 19:53:09 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 20:14:07 Critical (3) Ranging Request Retries exhausted
Oct 25 2022 20:14:07 Critical (3) Unicast Maintenance Ranging attempted - No response - Retries exhausted
Oct 25 2022 20:14:08 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 20:14:14 Critical (3) Unicast Ranging Received Abort Response - initializing MAC
Oct 25 2022 20:14:14 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 20:41:44 Critical (3) Ranging Request Retries exhausted
Oct 25 2022 20:41:45 Critical (3) Unicast Maintenance Ranging attempted - No response - Retries exhausted
Oct 25 2022 20:42:03 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 20:42:04 Critical (3) Ranging Request Retries exhausted
Oct 25 2022 20:42:04 Critical (3) Unicast Maintenance Ranging attempted - No response - Retries exhausted
Oct 25 2022 20:42:05 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 20:49:04 Critical (3) Ranging Request Retries exhausted
Oct 25 2022 20:49:04 Critical (3) Unicast Maintenance Ranging attempted - No response - Retries exhausted
Oct 25 2022 20:49:04 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 20:50:04 Critical (3) Ranging Request Retries exhausted
Oct 25 2022 20:50:04 Critical (3) Unicast Maintenance Ranging attempted - No response - Retries exhausted
Oct 25 2022 20:52:45 Warning (5) MIMO Event MIMO: Stored MIMO=-1 post cfg file MIMO=-1
Oct 25 2022 20:52:45 Notice (6) TLV-11 - unrecognized OID
Oct 25 2022 20:54:41 Critical (3) No Ranging Response received - T3 time-out
Oct 25 2022 23:50:00 Critical (3) Unicast Ranging Received Abort Response - initializing MAC
Oct 25 2022 23:50:00 Critical (3) No Ranging Response received - T3 time-out
Oct 26 2022 01:15:56 Critical (3) SYNC Timing Synchronization failure - Loss of Sync
Oct 26 2022 01:23:55 Critical (3) No Ranging Response received - T3 time-out
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