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Installed

Procedure Status Comment

Acquire Downstream Channel 531000000 Hz Locked

Connectivity State Ok Operational

Boot State Ok Operational

Security Enabled BPI+

IP Provisioning Mode Honor MDD | honorMdd(4)

Downstream Bonded Channels

Channel |Lock Status [Modulation [Channel ID| Frequency Power SNR [Correctables [UnCorrectable
1 Locked QAM 256 15 531000000 Hz |3.4 dBmV |37.6 dB 1111 547
2 Locked QAM 256 16 537000000 Hz|2.9 dBmV |37.6 dB 1068 599
3 Locked QAM 256 17 543000000 Hz|3.4 dBmV |37.9 dB 1073 597
4 Locked QAM 256 18 549000000 Hz |3.4 dBmV |37.3 dB 1243 1472
5 Locked QAM 256 555000000 Hz |3.2 dBmV |37.9 dB 1205 620
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3 Locked QAM Z5b 1 543UUUULU HZ 3.4 ABMV | 3/.Y dB 3 oY/
4 Locked QAM 256 18 549000000 Hz|3.4 dBmV|37.3 dB 1243 1472
5 Locked QAM 256 19 555000000 Hz|3.2 dBmV|37.9 dB 1205 620
6 Locked QAM 256 20 561000000 Hz|3.4 dBmV |37.6 dB 1293 675
7 Locked QAM 256 21 567000000 Hz|3.5 dBmV|37.3 dB 1401 1317
8 Locked QAM 256 22 573000000 Hz|3.6 dBmV|37.9 dB 1445 1412

Upstream Bonded Channels

Channel |Lock Status [US Channel Type |Channel ID| Symbol Rate | Frequency Power
1 Locked ATDMA 1 5120 Ksym/sec 17300000 Hz |42.3 dBmV
2 Locked ATDMA 2 5120 Ksym/sec (23700000 Hz |43.3 dBmV
3 Locked ATDMA 3 5120 Ksym/sec 30100000 Hz 43.5 dBmV
4 Locked ATDMA 4 5120 Ksym/sec (36500000 Hz |42.8 dBmV

Current System Time: Tue Jan 12 06:38:56 2021

Show/Hide Help Center







