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Cable Connection

Frequency start Value

This field below allows you fo modify the frequency the cable modem start with its scan during initialization and registration. Enter the new start frequency and restart the cable modem for it to take effect.

starting Frequency [[609000000 ||

Startup Procedure
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Procedure Status Comment

Acquire Downstream Channel 609000000 Hz | Locked

Connectivity State OK Operational

Boot State 0K Operational

Security Enable BPI+

|P Provisioning Mode: Honor MDD | IPv4 only

Downstream Bonded Channels

Channel [ Lock Statt ionChannel 1D | Freq y Power SNR / MER u Codewords
Locked QAM256 14 609000000 Hz |-4 2 dBmV |37 0 dB 601094107 26 95

2 Locked QAM256 |1 531000000 Hz |-2.4 dBmV [38.5 dB 599950502 16 101

3 Locked QAM256 |2 537000000 Hz |-2.5 dBmV|38 5 dB 599954371 27 91

4 Locked QAM256 |3 543000000 Hz|-2.7 dBmV [38.5 dB 599958198 24 a7

5 Locked QAM256 |4 549000000 Hz |-2.9 dBmV|38 3 dB 599961534 21 100

6 Locked QAM256 |5 555000000 Hz|-3.0 dBmV [38.1 dB 599965904 27 90

7 Locked QAM256 6 561000000 Hz |-3.0 dBmV |38 0 a8 599970399 27 91

kl Locked QAM256 |7 567000000 Hz|-3.1 dBmV [38.0 dB 599972574 29 89

9 Locked QAM256 |8 573000000 Hz |-3.2 dBmV|37 8 dB 599976223 28 93

10 Locked QAM256 |9 579000000 Hz |-3.4 dBmV [37.5 dB 599979695 26 95

" Locked QAM256 10 585000000 Hz |-3.5 dBmV |37 6 dB 599983520 19 99

12 Locked QAM256 |11 591000000 Hz |-3.6 dBmV [37.7 dB 599987128 23 a7

13 Locked QAM256 12 597000000 Hz |-3.7 dBmV |37 3 dB 599990848 29 93

14 Locked QAM256 |13 603000000 Hz |-3.9 dBmV [37.4 dB 599994751 26 96

15 Locked QAM256 15 615000000 Hz |-4.3 dBmV |37 4 dB 599993292 16 108

16 Locked QAM256 |18 621000000 Hz |-4.3 dBmV [37.1 dB 599997005 22 100

17 Not Locked |Unknown |0 0 Hz 0.0 dBmV |0.0 dB 0 0 0

18 Not Locked |Unknown |0 0Hz 0.0 dBmV (0.0 dB 0 0 0 -



