My Router: Mighthawk RS700 Auto

ADVANCED
Home .
Wireless Setup
Intemet Region:
Wireless S
Attached Devices
QoS = NN - . . - . . :
¢ Smart Connect - Let the router intelligently select the best WiFi band 2.4GHz or 5GHz or &GHz for your WiFi connections. Smart Connect requires the 2.4GHz,
ReadySHARE and &GHz networks to use the same WiFi network name (S5ID), security options and password.
Guest Network Wireless Network (2.4 GHz)
METGEAR B} Enable SSID Broadcast
Fast and easy confrol from
anywhere. B Enable 20/40 MHz Coexistence
Downiload the app now. MName [(SSID):
MNETGEARS2
Channel:
Auto b
NETGEAR
Mode:
Upto 1.4 Gbps v

Show/Hide Help Center

Center
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My Router: Mighthawk RS700

Auto
Iﬁi ADVANCED _
Home
Wireless Setup
Internet Security Options
Wirsless Mone
® WPAZ2-Personal

Attached Devices
WPA-Parsonal + WPAZ-Personal

i WPA3-Personal
ReadySHARE WPAZ2-Personal + WPA3-Personal
Guest Metwork

Password [Network Kay):
NETGEAR
Fast and easy confrol from
anywhere. sssnsssnn L) (8-63 characters or &4 hex digits)

Dowmiload the app now.

Wireless Network (5 GHz)
B} Emnable SSID Broadcast
MName (SSID):

MNETGEAR

MNETGEARS2-5G

Channel:

Auto -

Center Show/Hide Help Center



My Router: Mighthawk RS700

Auto

Iﬁi ADVAMCED

Home

Internet

Wireless

Attached Devices
QoS
ReadySHARE

Guest Metwork

MNETGEAR
Fast and easy control from

anywhese.

Downioad the app now.

MNETGEAR

Wireless Setup

Maode:

Up to 5.8 Gbps

Security Options

None

-

WPAZ2-Personal
WPA-Parsonal + WPAZ2-Personal

WPA3-Personal

WPAZ-Personal + WPA3-Personal

Password (Metwork Key):

Wireless Metwork (6 GHz)
Enable SSID Broadcast

MName (SSID):

Center

©

(8-63 characters or 64 hex digits)

Cancel

l Apply

Show/Hide Help Center




My Router: Mighthawk RS700 Auto

Iﬁi ADVAMCED

Home .

Wireless Setup
It Wircless Metwork (6 'GHz)
Wireless

B Enable 551D Broadcast

Attached Devices

Mame (SSID):
QoS

METGEARS2-6G
ReadySHARE
Guest Metwork Channel:

Auto o

MNETGEAR
Fast and easy control from

SROSISE: Mote: some Wi-Fi 8E clients may not find the router when the router is in a non-PSC channel. Suggest using a channel labeled with (PSC).

Downioad the app now.
Mode:

Up to 11.5 Gbps ~

Security Options

® WPA3-Personal
i ® WPA3-Persona

Password (Metwork Key):

veenenree @  (8-127 characters or hex digits)

Cancel l Apply

Center Show/Hide Help Center



My Router: Nighthawk RST00 Auto

b

ADVAMCED Home . .

Wireless Settings
Setup Wizard

Wireless Advanced Settings (2.4 GHz)
WPS Wizard

Fragmentation Length (256-2345):
Setup

2344
USB Functions
Security CTS/RTS Threshold {1-2347):
Administration 2347

Advanced Setup

Preamble Mode

Wireless Settings

Long Preamble w
Router / AP Mode

Port Forwarding / Turn off wireless signal by schedule

Port Triggering

. The wireless signal is scheduled to turn off during the following time pericd:
Dynamic DNS
VPN Service

Period Start End Recurrence Pattern

Static Routes
Web Services ;
Management [ Add a new peried ] | Edit | [ Delete ]
UPnP
IPv6 Wireless Advanced Settings (5 GHz)

Traffic Meter
Cancel l Apply

LED Control Settings

VLAN / Bridge © Help Center



My Router: Nighthawk RST00 Auto

b

ADVAMCED Home . .
Wireless Settings
Setup Wizard g _— .
Wireless Advanced bettings (> GHz)
WIS Wizard Fragmentation Length (256-2346):
Setup 7345

USB Functions

Security CTS/RTS Threshold {1-2347)

2347

Administration

Advanced Setup Preamble Mode
s

Wireless Settings

Long Preamble w
Router / AP Mode
Port Forwarding / Turn off wireless signal by schedule
Port Triggering
The wireless signal is scheduled to tum off during the following time period:
Dynamic DINS
VPN Service Period Start End Recurrence Pattern

Static Routes

Web Services - - -
[ Add a new period | | Edit | [ Delete
Management
UPnP
Wireless Advanced Settings (6 GHz)
IPwé

Traffic Meter
Cancel l Apply

LED Control Settings

VLAN / Bridge © Help Center Show/Hide Help Cen



b

ADVANCED Home . .
: Wireless Settings
Setup Wizard
Fragmentation Length (256-2345):
WIPS Wizard
2346
Setup
USB Functions CTS/RTS Threshold (1-2347):
Security 2347

Administration

7 _ Preamble Mode
Advanced Setup

Long Preamble w

Wireless Setting

Router / AP Mode Turn off wireless signal by schedule

etk Baoaeing ) The wireless signal is scheduled to turn off during the following time period:

Port Triggering
Dynamic DNS ;
Period Start End Recurrence Pattern
VPN Service
Static Routes
Add a new period | | Edit | l Delete ]

Web Services

Management

Enable MU-MIMO
UPnP

En [ N
1Py Enable OFDMA

Traffic Meter
Cancel l Apply
LED Control Settings
VLAN / Bridge e Help Center Show/Hide Help Center

Settings

Ethemnet Settings
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