
 
 

Time Priority Description 

2023-12-22, 21:52:34 Critical (3) 
Started Unicast Maintenance Ranging - No Response received - T3 
time-out;CM-MAC=c8:9e:43:7e:85:e8;CMTS-
MAC=00:90:f0:3e:04:00;CM-QOS=1.1;CM-VER=3.1; 

2023-12-17, 01:06:15 Notice (6) 

CM-STATUS message sent. Event Type Code: 24; Chan ID: 193; 
DSID: N/A; MAC Addr: N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-
MAC=c8:9e:43:7e:85:e8;CMTS-MAC=00:90:f0:3e:04:00;CM-
QOS=1.1;CM-VER=3.1; 

2023-12-17, 01:04:42 Notice (6) 

CM-STATUS message sent. Event Type Code: 22; Chan ID: 193; 
DSID: N/A; MAC Addr: N/A; OFDM/OFDMA Profile ID: N/A.;CM-
MAC=c8:9e:43:7e:85:e8;CMTS-MAC=00:90:f0:3e:04:00;CM-
QOS=1.1;CM-VER=3.1; 

2023-12-17, 01:04:21 Notice (6) 
CM-STATUS message sent. Event Type Code: 23; Chan ID: 193; 
DSID: N/A; MAC Addr: N/A; OFDM/OFDMA Profile ID: N/A.;CM-
MAC=c8:9e:43:7e:85:e8;CMTS-MAC=00:90:f0:3e:04:00;CM-
QOS=1.1;CM-VER=3.1; 

2023-12-17, 01:03:31 Notice (6) 
CM-STATUS message sent. Event Type Code: 4; Chan ID: 193; 
DSID: N/A; MAC Addr: N/A; OFDM/OFDMA Profile ID: N/A.;CM-
MAC=c8:9e:43:7e:85:e8;CMTS-MAC=00:90:f0:3e:04:00;CM-
QOS=1.1;CM-VER=3.1; 

2023-12-17, 01:02:57 Warning (5) MDD message timeout;CM-MAC=c8:9e:43:7e:85:e8;CMTS-
MAC=00:90:f0:3e:04:00;CM-QOS=1.1;CM-VER=3.1; 

2023-12-17, 01:02:55 Notice (6) 
CM-STATUS message sent. Event Type Code: 21; Chan ID: 193; 
DSID: N/A; MAC Addr: N/A; OFDM/OFDMA Profile ID: N/A.;CM-
MAC=c8:9e:43:7e:85:e8;CMTS-MAC=00:90:f0:3e:04:00;CM-
QOS=1.1;CM-VER=3.1; 

2023-12-17, 01:02:55 Notice (6) 

CM-STATUS message sent. Event Type Code: 16; Chan ID: 193; 
DSID: N/A; MAC Addr: N/A; OFDM/OFDMA Profile ID: 0 1 2 3.;CM-
MAC=c8:9e:43:7e:85:e8;CMTS-MAC=00:90:f0:3e:04:00;CM-
QOS=1.1;CM-VER=3.1; 

 


